
SILCA Service- und Vertriebsgesellschaft für Dämmstoffe mbH
Elberfelder Str. 200a, 40822 Mettmann 
Telefon: +49 2104 9727-0  |  Fax: +49 2104 76902  |  info@silca-online.de  |  www.silca-online.de

SILCAPAN 750FB consists of natural raw materials without added bonding agents. The bright reflecting surface and good
insulating properties make it possible to rapidly achieve the steady-state temperature in the combustion chamber of a
fireplace. Along with the outstanding insulating properties, the combustion chamber board also offers convincing features
such as high compressive and flexural strength. Our modern five-axis CNC machines process SILCAPAN 750FB according to
your requirements. We also offer the SILCAPAN 750FB-G combustion chamber board in a dark grey version. Enhance your
fireplace with the dark surface in the combustion chamber.
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The properties mentioned are typical values obtained according to the listed methods. Product variations have to be taken into account. The data do not represent guaranteed 
properties and cannot be used for any warranty claim. Data are subject to technical modifications.

SILCAPAN Method Unit 750FB

Upper application limit temperature EN 1094-6 °C 1,000

Bulk density ± 10 % EN 1094-4 kg/m³ 850

Compressive strength EN 826 MPa 12

Flexural strength EN 12089 7

Specific heat capacity kJ/(kg·K) 0.8 - 1.2

Thermal expanxion coefficient RT – 750 °C DIN 51045-5 m/(m·K) 5.9x10-6

Linear shrinkage after 12 h 1,100 °C EN 1094-6 % 0.4 / 1.5
0.5 / 3.0

Thermal conductivity λ at tm 200 °C EN 12667 W/(m·K) 0.24

400 °C 0.26

600 °C 0.29

800 °C 0.32

Chemical composition

CaO-; MgO-; Al2O3- silicate % 92

RxOx (R=Fe, Ti, K, Na) 1.0

Loss of Ignition 7.0

Dimensions

Standard sizes

Tolerances

Length ± 3 mm 1,250

Width ± 3 mm 1,000

Thickness 0 / +0,8 mm 10 - 100

Surfaces machined.

Other dimensions are available on request.


